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Air Operated Tire Spreader  

 
Model No. Tire Width Range Tire Diameter Range  

603-00275 5-7/10”  – 10-4/5” 11”—24” 

 

 

SAFETY & WARNING INFORMATION 

                                                                    

 

 

Operating Instructions & Parts Manual 

 

This is the safety notification 
symbol. This symbol will notify you 
of any potential injury hazards. 
Please follow all instructions that 
follow this symbol to avoid possible 
injuries or death.     

Indicates a hazardous 

situation. If proper steps are 

not followed, death or 

serious injury could result. 

Model: 603-00275 
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IMPORTANT: READ ALL INSTRUCTIONS BEFORE USE 

Before using this product, be sure to read all content within this manual, ensuring that you understand the operating 

procedures, maintenance requirements and all safety warnings. 

The owner and/or operator shall have an understanding of the product, its operating characteristics and safety 

operating instructions before operating this device. Safety information shall be emphasized and understood. If the 

operator is not fluent in English, the product and safety instructions shall be read to and discussed with the operator 

in the operator’s native language by the purchaser/owner or his designee, making sure that the operator 

comprehends their contents. 

 

Actions to help prevent dangerous situations  

• Study, understand and follow all instructions before operating this device. 

• Use only on hard, level surfaces. 

• No alterations shall be made to this product. 

• This product is designed to support stated capacity only.  

• Keep the hook and claw of this machine clean while operating. Keep the workspace clear to avoid any 

accidental injuries. 

• Use this product only for spreading tires and repairing the tire's protective wrap. Do not use this product for 

any other purpose. Manufacturer assumes no responsibilities for any injuries caused by the use of this 

product other than what is stated in this manual. 

• In order to avoid injuring the eyes, always ensure anyone operating this product or within the area while in 

operation wears appropriate eye protection. 

• Failure to heed these warnings may result in serious personal injury and/or property damage. 

Inspection 

• This device shall be inspected immediately if the device is believed to have been subjected to an abnormal 
load or shock. It is recommended that this inspection be made by a manufacturer’s or supplier’s authorized 
repair facility. 

• Owners and/or operators should be aware that repair of this equipment may require specialized knowledge 
and facilities. It is recommended that an annual inspection of the product be made by a manufacturer’s or 
supplier’s authorized repair facility and that any defective parts, decals or safety labels or signs be replaced 
with manufacturer’s or supplier’s specified parts. 

Damaged Equipment and add-ons 
Any tire spreader that appears to be damaged, is found to be worn or operates abnormally in any way will be 
removed from service until proper repair can be done on the product.  

Alterations 
Because of potential hazards associated with this type of equipment, no alterations shall be made to the product. 

Attachments and Adapters 
Only attachments and/or adapters (if available) supplied by the manufacturer shall be used. 

 Setup 
• Prior to each use, visual inspection (See Pg.2 ) shall be made to the device by checking for abnormal 

conditions, such as cracked welds, damaged, loose or missing parts. 

• Place this product on solid, level ground. Securing the product to the floor is recommended.  

• Attach the work trays to the machine with the hardware provided. 
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• Install the spreading hook on the machine with the fasteners provided.  

• Attach a ¼ NPT quick coupler nipple (not provided) into the fitting located on the treadle valve assembly. Use 
a ¼ inch air hose with 100 p.s.i. minimum rating.  

Operation 

Supporting a Load 
• Before turning on the machine, check carefully whether the fasteners on the machine are all tightened.  

• Place the tire on the tire spreader by hand. 

• Adjust the spreading claw to the appropriate height. To adjust the spreading hook, move the link pin and 
spreading hook up and down in order to insert into one of the adjusting holes. 

• Press the ascend foot valve, spread the tire to the required width.  

• If the tire breaks away from machine it shows that the spreading hook arm is too high and needs to be 
reduced in height to a normal position. 

• To open the tire spreader, press the descend foot valve to release air pressure until the spreading hooks 
become loose. 

• The work light equipped with the machine should be adjusted to the most suitable location for full 
illumination.  

Maintenance 
• Add the lubrication oil to the oil cup. Always ensure that the oil quantity in the cup is filled to 1/3-2/3 of the 

total volume. Adjust drip oil speed to allow one drop of oil for every 5 to 6 cycles.  

• Clear away the dust and keep the work area clear of debris.  

• Place lubricating oil to the piston rod and the various moving parts of the machine regularly. This will reduce 
friction, extending machine life.  

 
 

ONE YEAR LIMITED WARRANTY 

 For a period of one (1) year from your purchase date, distributor will repair or replace (at its 
option), without charge, your product if it was purchased new and the product has failed due to a defect in 
material or workmanship which you experienced during normal use of the product.  This limited warranty is 
your exclusive remedy. 
 To access the benefits of this warranty, contact your distributor for confirmation that this warranty 
applies.  Thereafter, you may be advised to return the product under warranty, freight prepaid, to the 
distributor service department. 
If this product is altered, abused, misused, modified or undergoes service by an unauthorized technician, 
your warranty will be void.  We are not responsible for damage to ornamental designs you place on this 
distributor product and such ornamentation should not cover any warnings or instructions or they may void 
the warranty.  This warranty does not cover scratches, superficial dents and other abrasions to the paint 
finish that occur under normal use. 
Subject to the law in your state:  
(1) Your sole and exclusive remedy is repair or replacement of the defective product as described 
above. 
(2) Distributor is not liable for any incidental damages, including but not limited to, lost profits and 
unforeseeable consequences.   
(3) The repair and replacement of this product under the express limited warranty described above is 
your exclusive remedy and is provided in lieu of all other warranties, express or implied.  All other 
warranties, including implied warranties and warranties of merchantability or fitness for a particular 
purpose are disclaimed and, if disclaimer is prohibited, these warranties are limited to one year from your 
date of purchase of this product.    
Some states’ laws do not allow limited durations on certain implied warranties and some states’ laws do 
not allow limitations on incidental or consequential damages.  You should consult the law in your state to 
determine how your rights may vary. 
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Item 
Number  

Part 
Number 

Description Qt’y  Item 
Number 

Part 
Number 

Description Qt’y 

1 603-53100 Ring 1  7 603-42400 Step Valve 1 

2 603-53400 Safety Valve  1  8 603-44700 Oil/Water Separator  1 

3 603-53500 Silencer 1  N/A 603-40200 Cylinder  1 

4 603-52800 Y – Windtight  1  N/A 603-43700 Light 1 

5 603-52900 O - Windtight 1  N/A 603-44300 Power Line  1 

6 603-52000 Metal Tie-In 1  

    

    

                          * Items not identified by part number are not available for replacement. 
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