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INSTRUCTIONS: KIENE WW2210 Brake Drum Puller 
(For use with KIENE K-1350 or K-1350HS Wheel Grabber, WW2000 or WW2500 Wheel Whiz) 

APPLICATION: The WW2210 is designed to remove 12-1/2” outboard brake drums. 

CAUTION: 

 Before using this device, read and understand these instructions.

 A complete review and understanding of the K-1350, K-1350HS, WW2000 or WW2500 operating
instructions should be made before using this device.

VEHICLE PREPARATION: 

 Lower the pulling device (K-1350, for example) to its lowest setting.

 Raise the vehicle so that the center of the brake drum is at least as high as the center of the pulling
device. Refer to the illustration below. IMPORTANT: If the center of the brake drum is lower than the
center of the pulling device, the pulling device may be damaged as the brake drum is removed.

 Remove the wheel. Release the brakes and make certain that the brake shoes are not touching the inside
of the drum.

 Re-install several wheel nuts, but do not tighten them against the brake drum. Make sure there is
clearance between the nuts and brake drum.

INSTALLING AND USING THE BRAKE DRUM PULLER: (Refer to the following photographs and illustration.) 

 Remove the Lock Bolt and loosen the Hinge Bolt, so that the Brake Drum Puller can be opened.

 Open the Brake Drum Puller and place it on the inboard side of the drum. Make sure the upper pulling arm
(marked “TOP”) is on top and centered on the brake drum.

 Close the Brake Drum Puller. Make sure there are no gaps between the Brake Drum Puller and the drum.
Install and tighten the Lock Bolt. Tighten the Hinge Bolt.

 Align the chain assemblies with the Wheel Grabber or Wheel Whiz eyebolts. Attach the D-shackle of the
chain assemblies to the eyebolts.

 Follow the “Wheel Removal” instructions of your pulling device to finish removing the drum.  Make sure

that other parts of the vehicle will not interfere with the puller as the brake drum is removed.

PULLING DEVICE (K-1350 SHOWN) 
LOWERED TO ITS LOWEST HEIGHT 

CENTER LINE OF 
PULLING DEVICE 

CENTER LINE OF 
BRAKE DRUM 

CENTER LINE OF BRAKE DRUM 
RAISED AT LEAST AS HIGH AS 
CENTER LINE OF PULLING DEVICE 
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HANDLE 

UPPER PULLING ARM 
(MARKED “TOP”) 

CHAIN ASSEMBLY – 3 REQ’D. 
2 LOWER ASSEMBLIES NOT 
SHOWN 

D-SHACKLE – PART
OF CHAIN ASSEMBLY

LOCK BOLT & WASHER 
HINGE BOLT 

BRAKE DRUM PULLER OPENED, 
READY TO BE INSTALLED ON 
INBOARD SIDE OF BRAKE DRUM 

THERE SHOULD BE NO 
GAPS BETWEEN THE 
TOOL AND THE DRUM 

MAKE SURE THERE ARE NO GAPS 
BETWEEN THE BRAKE DRUM 
PULLER AND THE DRUM 

BRAKE DRUM PULLER CLOSED, 
LOCK BOLT AND WASHER BEING 
INSTALLED AND TIGHTENED 

WW2210 BRAKE DRUM PULLER 
INSTALLED AND SHOWN FROM 
INBOARD SIDE OF DRUM 






